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STATE OF NORTH CAROLINA
DEPARTMENT OF TRANSPORTATION

JAMES B, HUNT JE. F.O.BOX 25201, BALEIGH, N.C. 27611-5201 DAVID MCCOY
(3OVERMOR SECEETARY
MEMORANDUM TO: Project Engineers
Project Design Engineers
FROM: T.V. Rountree, P. E.
State Bridge Design Engineer
DATE: May 03,2000
SUBJECT: SPT FOR DRILLED PIERS

In the event that a Standard Penetration Test (SPT) isrequired for drilled piers by the Foundation
Recommendations, a special pay item, paid for per each, shall be added to the Tota Bill of Material. The
following note shall be placed on the plans:

SPT Testing isrequired to determine the tip bearing capacity of the drilled piers at Bent No.
(and Bent No. ). See Drilled Piers Special Provision.

If aSPT is not required for drilled piers, place the following note on the plans:
SPT Testing is not required to determine the tip bearing capacity of the drilled piers.

Thispolicy is effective with the July 2000 letting. The Design Manual and Project Specia Provisions will be
revised at alater date.

TVR/IKJA/

)

Back to Structures Main Page
Last Updated: 05/03/2000 by:Randy Bissette
E-mail Structure Design

http://www.ncdot.gov/doh/preconstruct/highway/structur/polmemo/m050300.htm 6/26/2012



